SYSTEM I BANDRASTER SYSTEM

FACE PATTERNS

By using Bandraster grid SYSTEM | offers parallel suspension sections B Plain
that can be adapted to the architecture of the building. Lightweight B Fine Stratos
partitions can be installed under the Bandraster sections. Lateral B Fine Stratos micro perforated
bracing is achieved with either exposed or concealed sections. B Star
Ceiling planks can be made either demountable or non-accessible. Bl Pinhole
M Mercure
M Saturn
M Fine Fresko
M Fresko

See page 80 for illustrations
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SYSTEM II Parallel Bandraster Gonstruction Parallel Bandraster Gonstruction
Type I Type 12

Edge Details Edge Details

non-accessible demountable demountable
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Zed section, Cee section, ﬁ Short edge  Short edge
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long edge concealed GN long edge concealed GN square SK  recessed VT
tee section,

N N

Shortedge  Short edge Shortedge  Short edge

square SK recessed VT square SK recessed VT

Long edge concealed GN / short edge square SK or Long edge shiplap AW / short edge square SK or
recessed VT demountable / non-accessible recessed VT demountable
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AMF Mineral panel H pcs 1.85 167 133 1.78  1.60 128 125 1.00
I-PH Bandraster 24 / 35 /50 /100 / 150 A linm. 0.56 0.50  0.40 0.56  0.50 0.40 050 0.40
PQT / Z cross tee (one piece) B lin.m. 3.33 3.33 3.33 3.20 3.20 3.20 2.50 2.50
PQU two part cross tee B linm. 6.67 6.67 6.67 6.40 6.40 6.40 5.00 5.00
Nonius hanger or alternative B pcs 0.67 0.67 0.67 0.67 0.67 0.67 0.67 0.67
I-RWL perimeter trim H linm. 0.60 060 0.60 0.60  0.60 0.60 0.60 0.60
I-RF perimeter wedge B pcs 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25
Distance of suspension to DIN 18168 A m 0.83 0.75 0.60 0.83 0.75 0.60 0.75 0.60
Main runner centres B mm 1800 2000 2500 1800 2000 2500 2000 2500
Tile width B mm 300 300 300 3125 3125 3125 400 400
options (depending on types of suspension and systems)
Spacer bar DI pcs 0.50 0.50 0.50 0.50 0.50 0.50 0.56  0.56
PRB Bandraster wall fixing B pcs 0.24 0.14  0.12 023 0.14 012 014 012
Nonius angled hanger M pcs 0.28 0.20 0.16 0.27 0.20 0.16 0.20 0.16
PHV Bandraster connector H pcs 0.24 0.14 0.12 0.23 0.14 0.12 0.14 0.12

To choose the correct long edge section for the panel size, please consult the table above. If the Nonius hangers are used, 2 no. Sti security pins are required for hanger. The
table is applicable to constructions types I1 to I3.

SK: square edge, VT: recessed, GN: concealed, AW: shiplap. For installation guidelines please see page 48 - 49.
For further tile sizes please see the price list. Additional accessories are also itemised in the price list.







